Technical Data Sheet
PURESAN Pro

“ PURESAN PURESAN Pro — The Chlorine and

Bromine free water sanitizer

Putting Nature’s elements to work to solve man-made issues — the natural way
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High Concentration lonic solution for domestic and industrial water -
Attributes

A saturated ionic complex solution containing copper, silver, zinc and aluminum
Kills all know water-borne bacteria, viruses and fungi
Meets and exceeds WHO (World Health Organization) and USA EPA (United States of America
Environmental Protection Agency standards for drinking water
Meets SANS (South African National Standards) 241 drinking water specs in dosed form
Assists in keeping all pipes and water distribution equipment free of biofilm and hard water
scale build-up
Has additional therapeutic properties
Reduces gastro intestinal related illnesses
Listed and approved in various EU countries for drinking water additive
Meets the WHO (World Health Organization) guideline for treating water at 1-2 US cents per
liter

PURESAN Pro is used effectively in:

Bulk water treatment for municipal water, tanks, rivers and lakes

PURESAN Pro will effectively treat:

1 Liter of PURESAN Pro treats between 75 000 litres and 200 000 liters of water
The pH needs to be tested and maintained at between 6.8 and 7.4 with 7.2 - being the optimal pH
target

PURESAN Pro Characteristics:

Very stable under varying storage temperatures

Odorless

Tasteless in correct dosages

Easy to use application

Very cost effective

Human, animal and eco-friendly in correct dosage *The product in its mentioned application has
no toxic levels” CSIR SA (Council for Scientific and Industrial Research — South Africa)

Long shelf life (5 years)

Non-flammable and non-explosive

PURESAN Pro available pack sizes:
5 Litre.

25 Litre
210 Litre
1000 Litre

Website: www.puresan.co.za

Find and Like us on Facebook. @
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